	Job Safety Analysis Worksheet
	Date:
June 2000




	Title of Job/Operation: Containment/Dispensers/Tanks/Piping Inspection

	Log Number:




	Employee Name and Job Title: T. Michael Self/ Safety Program Manager


	Analyst/ Date:

	Division/Bureau/Section:


	Approved By/ Date: 2006

	Personal Protective Equipment Recommended or Required: Safety vest, heavy duty work gloves, neoprene/nitrile gloves, safety glasses/goggles, Class 75 steel toe/shank safety shoes, (Class A/B hard hat, back support, vapor monitoring equipment, hearing protection as needed). Brush, soap/water, explosion proof flashlight.



	Sequence of Basic Job Steps
	Potential Accidents or Hazards
	Recommended Safe Job Procedures

	Secure work area


	Struck by/against (vehicle, object)

All hazards
	Engineering Controls, Employ PPE.  Post safety cones; display flags around work area; wear safety vest for visibility, be alert.

Employ training.  Ensure proper OSHA and Inspector Certification.

	Dispenser(s) Inspection


	Struck by objects, (ie.tools, cover)

Contacted by (objects, …)

Caught between (fingers, toes)

Overexertion

Exposure (liquids/vapors)

Exposure (Bio Hazs: insects, snakes, etc.)
	Employ PPE.  Wear gloves (work/petroleum resistant), boots.

Modify the task, Engineering Controls.  Use caution when removing/replacing panels; have facility personnel remove panels, if possible; wear appropriate.

Modify the task, Engineering Controls, Employ PPE, Employ training.  Use proper tools and proper ergonomics; use tote tray/bucket to carry equipment.

Modify the task, Engineering Controls, Employ training, Employ PPE.  Wear gloves/boots; use tools to maintain distance (i.e. gauge stick, long-handled screwdriver); stand upwind from dispenser: avoid undue contact.

 Engineering Controls, Employ training, Employ PPE.  Use caution-removing panel and visually inspect interior to ID potential biological hazards, eliminate/modify task as needed, wear gloves.

	Visual inspection of AST exterior, Secondary Containment and Piping and Dikefield

Measurement of Secondary Containment/Dikefield


	Stuck Against (tank system…)

Contacted by (splashes)

Contact with (petroleum products)

Contact with (sharp edges, uneven surfaces)

Caught on (clothing on storage tank system)

Fall-same level

Fall to below

Exposure (liquids/vapors)

Exposure (Bio Hazs: insects, snakes, etc.)

Explosion
	Employ PPE.  Be alert, wear hard hat.

Employ PPE.  Wear safety glasses/goggles and a hard hat

Employ PPE.  Wear petroleum resistant gloves/safety boots.

Employ PPE.  Wear glove when examining surfaces.

Be alert, be aware of protrusions on tank system

Be alert for STF hazards

Use handrails accessing ladders and/or steps.

Modify the task, Engineering Controls, Employ training, Employ PPE.  Wear gloves/boots; use tool to keep distance (i.e. gauge stick, long-handled screwdriver); stand upwind from fill ports; avoid undue contact, test liquid with pH paper prior to stepping inside, use vapor equipment or eliminate task as needed.

Modify task, Employ PPE.  Be alert, wear boots, avoid identified hazards

Engineering Controls.  Use intrinsically safe flashlight and tools.

Seek assistance when measuring areas.

	Sump(s) Inspection


	Refer to JSA: UST Inspection of Spill Containment/Overfill/Sumps
	Refer to JSA: UST Inspection of Spill Containment/Overfill/Sumps

	Sketch Site Diagram


	Struck by (Vehicles)
	Conduct from safe location; wear safety vest; be alert to vehicular traffic.  Modify the task, Employ PPE.


*Codes for Potential Hazards:

	Struck By (SB)
	
	Caught On (CO)
	
	Fall To Below (FB)

	Struck Against (SA)
	
	Caught In (CI)
	
	Overexertion

	Contacted By (CB)
	
	Caught Between (CBT)
	
	Exposure (E)

	Contact With (CW)
	
	Fall - Same Level (FS)
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